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Abstract

Sign language recognition (SLR) involves identifying the form and meaning of isolated signs or sequences of signs. To our knowledge,
the combination of SLR and sign language assessment is novel. The goal of an ongoing three-year project in Switzerland is to pioneer
an assessment system for lexical signs of Swiss German Sign Language (Deutschschweizerische Gebardensprache, DSGS) that relies on
SLR. The assessment system aims to give adult L2 learners of DSGS feedback on the correctness of the manual parameters (handshape,
hand position, location, and movement) of isolated signs they produce. In its initial version, the system will include automatic feedback
for a subset of a DSGS vocabulary production test consisting of 100 lexical items. To provide the SLR component of the assessment
system with sufficient training samples, a large-scale dataset containing videotaped repeated productions of the 100 items of the
vocabulary test with associated transcriptions and annotations was created, consisting of data from 11 adult L1 signers and 19 adult L2
learners of DSGS. This paper introduces the dataset, which will be made available to the research community.
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1 Introduction

Swiss German Sign Language (Deutschschweizerische
Gebérdensprache, DSGS) has approximately 5,500 Deaﬂ
L1 users. In addition, an estimated 13,000 hearing persons
use DSGS. Among them are children of deaf adults (CO-
DAs), sign language interpreters, teachers, social workers,
and persons otherwise interested in the language (Boyes
Braem, 2012). With the exception of CODAs, they are of-
ten adult L2 learners of DSGS.

DSGS is composed of five dialects that originated in former
schools for the Deaf. The differences between the dialects
are primarily lexical and pertain, e.g., to semantic fields
such as food (distinct signs for regional food items, such as
specific breads) and date specifications (distinct signs for
weekdays and months) (Boyes Braem, 1983).

The goal of the ongoing three-year SMILE (Scalable Mul-
timodal Sign Language Technology for Sign Language
Learning and Assessment) project in Switzerland is to pi-
oneer an assessment system for lexical signs of DSGS that
relies on sign language recognition (SLR) technology. SLR
involves identifying the form and meaning of isolated signs
or sequences of signs. While SLR has been applied to sign
language learning (Spaai et al., 2005; [Huenerfauth et al.,
2017), to our knowledge, the combination of SLR and sign
language assessment is novel.

The assessment system that is being developed as part of
the SMILE project aims to give adult L2 learners of DSGS

L1t is a widely recognized convention to use the upper-cased
word Deaf for describing members of the linguistic community
of sign language users and, in contrast, to use lower-cased deaf
when describing the audiological state of a hearing loss (Morgan
and Woll, 2002).

feedback on the correctness of the manual parameters (i.e.,
handshape, hand position, location, and movement) of iso-
lated signs they produce. In its initial version, the system
will include automatic feedback for a subset of a DSGS
vocabulary production test consisting of 100 lexical items.
The testing scenario in the project is as follows: Learners
are prompted with a DSGS glossﬂ of the sign on a monitor
in front of them. They then produce the sign while their
production is recorded by a video camera in front of them.
Following this, they receive feedback from the automatic
assessment system.

State-of-the-art SLR approaches (Camgéz et al., 2017) are
based on deep learning (Goodfellow et al., 2016) methods
that require vast amounts of data. Therefore, to provide the
SLR component of the assessment system with sufficient
training samples, a large-scale dataset containing video-
taped repeated productions of the 100 items of the vocabu-
lary test with associated transcriptions and annotations was
created, the SMILE Swiss German Sign Language Dataset,
which consists of data from 11 adult L1 signers and 19 adult
L2 signers of DSGS. This is the first DSGS dataset of its
kind. The paper at hand introduces the dataset, which will
be made available to the research community.

The remainder of this paper is organized as follows: Sec-
tion [Z] introduces existing sign language datasets and cor-
pora. Section [3 describes the process of creating the
DSGS dataset: selecting items for the vocabulary produc-
tion test (Section [3.1), developing the recording software
(Section [3.2), carrying out the recordings (Section [3.3),

23ign language glosses are spoken language words used as la-
bels for semantic aspects of signs. Glosses are typically written in
upper-case letters.



post-processing, transcribing, and annotating the data (Sec-
tion [3.4), and distributing the resulting dataset (Section
[3:5). Section[4]offers a conclusion and outlook.

2 Related Work

In the context of language, a corpus denotes a “finite-sized
body of machine-readable text, sampled in order to be max-
imally representative of the language variety under con-
sideration” (McEnery and Wilson, 2001}, p. 32), where text
may refer to original written text, transcriptions of speech,
and transcriptions of sign language. The units of interest
in the assessment system in our project (cf. Section [I) are
not continuous utterances but isolated signs. Transcribed
recordings of repeated productions of these signs form a
dataset.

Several sign language corpora and datasets exist, some cre-
ated for the purpose of conducting linguistic analyses, and
some to serve as training data for sign language technology
systems, e.g., SLR systems. Table[I] provides an overview
of different sign language corpora and datasets. Depend-
ing on the field of study, researchers prioritized different
aspects of data collection. Linguists mainly focused on
having large vocabularies to be able to understand and ex-
tract underlying rules of sign languages. On the other hand,
SLR researchers concentrated on having multiple repeti-
tions of sign samples from different signers to learn dis-
tinctive signer-independent representations using statistical
machine learning algorithms.

Most SLR methods begin with extracting the upper body
pose information, which is a challenging task due to the
color ambiguity between the signers and the background
(Cooper et al., 2011). With the availability of consumer
depth cameras, such as Microsoft Kinect (Zhang, 2012),
and real-time pose estimation algorithms (Shotton et al.,
2013} |Cao et al., 2017), SLR researchers created datasets
containing human pose information, which accelerated the
field.

Due to the articulated nature of sign languages, datasets
which are collected using generic video cameras suffer
from motion blur. This limits both the linguistic analysis
and SLR algorithms, which try to investigate and learn the
manual attributes of signs, respectively. In addition, the
estimated pose becomes noisy where the performed signs
contain rapid upper body motion. To address this limi-
tation, we used a diverse set of visual sensors including
high speed and high resolution GoPro video cameras, and
a Microsoft Kinect v2 depth sensor to collect the SMILE
dataset.

3 Compilation of the SMILE Swiss German
Sign Language Dataset
3.1 Selection of Test Items

As described in Section [T} the assessment system that in-
cludes an SLR component in our project is based on a
DSGS vocabulary production test consisting of 100 individ-
ual signs. In addition, the test features five practice items
that are excluded from subsequent processing. The test is
aimed at beginning adult L2 learners of DSGS, targeting
level Al of the Common European Framework of Refer-
ence for Languages (CEFR) (Council of Europe, 2009).

Learning materials for some parts of level Al have been
developed for DSGS (Boyes Braem, 20044, [Boyes Braem,
2004b} [Boyes Braem, 20054} [Boyes Braem, 2005b). The
basis of the development of the DSGS vocabulary produc-
tion test was a list of glosses of 3,800 DSGS signs taken
from these materials.

The work of arriving at a set of 105 test items (100 main
items plus five practice items) was carried out by a team
of Deaf and hearing sign language researchers and in-
volved both excluding certain categories of signs, similar
to what had previously been done for a lexical compari-
son study involving DSGS (Ebling et al., 2015), and prior-
itizing specific signs. In particular, signs denoting persons
(e.g., CHARLIE-CHAPLIN), organizations (e.g., GAL-
LAUDET), places (e.g., AUSTRALIEN ‘AUSTRALIA"),
and languages (e.g., DEUTSCH ‘GERMAN’) were ex-
cluded. This was because many of these signs are borrowed
from other sign languages, and some are initialized signs,
i.e., signs in which the handshape corresponding to the first
letter of the spoken language word in the DSGS manual
alphabet is used. For example, the sign ASIEN (‘ASIA) is
produced by combining the letter A from the DSGS manual
alphabet with a circular movement.

Body-part signs (e.g., NASE ‘NOSE’) as well as pronouns
(e.g., DU “YOU [sg.]’) were also discarded, as they mostly
correspond to indexical (pointing) signs in DSGS. Number
signs were removed since they tend to have many variants,
particularly numbers greater than ten. For example, there
are three variants for the number sign ELF (‘ELEVEN?)
in DSGS. Primarily fingerspelled components were also
removed from the list, e.g., signs for the months of the
year (such as JANUAR “‘JANUARY’ consisting of the sign
J from the DSGS manual alphabet), as assessing finger-
spelling production was not among the core aims of the fi-
nal test. Signs composed of multiple successive segments
were also eliminated; this was because the segments they
consisted of were often also contained in the list of 3,800
signs as individual lexemes. For example, the list con-
tained the sign ABENDESSEN (‘DINNER”) as well as the
signs ABEND (‘EVENING”) and ESSEN (‘MEAL’). Signs
marked as being old variants were also ignored (e.g., an
earlier form of the sign BAUERNHAUS ‘FARMHOUSE?’),
as current-day DSGS learners could not be expected to
know them. Like [Vinson et al. (2008) and [Mayberry et
al. (2013), who compiled lists of signs to be used in ac-
ceptance/familiarity studies, we excluded productive forms
from our list. However, unlike in these studies, our rea-
son for exclusion was that we anticipated it to be hard to
elicit the correct forms for productive signs using glosses
as prompts. For example, a test taker might not know
which form to sign from a gloss like GEHEN-FUSS (‘GO-
FOOT”).

We further removed signs that appeared in less than four of
the five DSGS dialects from the list of item candidates to
ensure high familiarity of the learners with the signs. Since
the items to be selected formed part of a sign production
test, our goal was to test production of as many different
sign forms as possible. We therefore reduced homonymy in
the following way: We identified groups of form-identical
signs and for each group gave preference to the sign whose



Study Language Research Field | # Items | # Samples # Signers Acquisition Tool
The NGT Corpus (Crasborn and Zwitserlood, 2008) | SL of the Netherlands | Linguistic N/A 15 Hours 92 Video Camera
ATIS (Bungeroth et al., 2008) Multilingual Linguistic 292 595 Sentences N/A Video Camera
DGS Corpus (Prillwitz et al., 2008) German SL Linguistic N/A 2.25 million Tokens 328 Video Camera
BSL Corpus (Schembri et al., 2013) British SL Linguistic N/A 40000 Lexical ltems 249 Video Camera
LSE-SIGN (Gutierrez-Sigut et al., 2015) Spanish SL Linguistic 2400 2400 Samples 2 Video Camera
AUSLAN (Johnston, 2010) Australian SL Linguistic N/A 1100 Videos 100 Video Camera
RWTH-BOSTON (Dreuw et al., 2008) American SL Linguistic, SLR | 483 843 Sentences 4 Video Camera
ASSLVD (Athitsos et al., 2008) American SL Linguistic, SLR | 3000 12000 Samples 4 Video Camera
Dicta-Sign (Matthes et al., 2012) Multilingual Linguistic, SLR | N/A 6-8 Hours (/Participant) | 16-18 (/Language) | Video Camera
SIGNUM (von Agris and Kraiss, 2010) German SL SLR 450 33210 Sequences 25 Video Camera
CopyCat (Zafrulla et al., 2010} American SL SLR 22 420 Phrases 5 Accelerometer & VC
RWTH-PHOENIX-Weather (Forster et al., 2014) German SL SLR 1231 6931 Sentences 9 Video Camera
DEVISIGN (Chai et al., 2015) Chinese SL SLR 2000 24000 Samples 8 Kinect v1 Sensor
BosphorusSign (Camgoz et al., 2016) Turkish SL SLR 636 24161 Samples 6 Kinect v2 Sensor

Table 1: Existing sign language corpora and datasets

Removed:

Name signs: persons, organizations, places, languages
Body-part signs

Pronouns

Number signs

Primarily fingerspelled components

Signs composed of multiple successive segments

Old signs

Productive signs

Signs appearing in less than four of the five DSGS dialects
Homonyms

Signs overlapping with co-speech gestures

Signs with ambiguous German glosses

Signs with occurrence <3 in DSGS corpora

Prioritized:

Signs with concepts in|Efthimiou et al. (2009)

Signs for concepts included in all of the following studies: Vinson et al. (2008), Mayberry et al. (2013), and |Efthimiou et al. (2009) |

Table 2: Item selection for the DSGS vocabulary production test

meaning was contained in a list of 1,000 common sign lan-
guage concepts (Efthimiou et al., 2009). In cases where
several homonyms were contained in this list, we gave pref-
erence to the one with the highest overall token count in the
small DSGS corpora currently available. We also elimi-
nated signs that overlapped with co-speech gestures, such
as SUPER corresponding to a thumbs-up gesture. [Chen
Pichler (2009) was among the first to point out that ges-
tures represent a “source for phonological transfer” in L2
sign acquisition (p. 39). In this sense, excluding signs that
resembled co-speech gestures represented another step to-
wards ensuring that what was being tested was sign lan-
guage as opposed to spoken language production. Glosses
whose underlying German words were semantically am-
biguous (e.g., AUFNEHMEN can have the meaning of both
recording and including, LEICHT can denote the concepts
lightweight and easy) were also discarded. We thus tried
to ensure that glosses alone would be sufficient as prompts
in the test setting. Lastly, we removed signs that occurred
fewer than three times in the DSGS corpora available.

From the resulting set, we gave direct preference to signs
whose meanings appeared in the list of 1,000 common sign
language concepts (Efthimiou et al., 2009) and well as pref-
erence to signs that appeared in all three sign/concept lists
mentioned previously (Vinson et al., 2008; [Mayberry et al.,
2013} [Efthimiou et al., 2009). Table [2]summarizes the item
selection process.

3.2 Recording Software and Setup

To obtain high quality sign samples, we used a diverse set of
visual sensors: a Microsoft Kinect v2 depth sensor, two Go-
Pro Hero 4 Black video cameras (one in high speed mode
and the other in high resolution mode), and three webcams.
The GoPro cameras and the Microsoft Kinect sensor were
fitted on a rigid mount. The mount was placed in front
of the signer facing the signing space, and three webcams
were placed to the left, the right, and the top of the signer to
capture the signs performed from different angles. Sample
recording output from all of the sensors and our recording
setting can be seen in Figure[I]and Figure[2} respectively.
We modified the publicly available BosphorusSign Record-
ing Software due to its user-friendly interface and
color-coded multi-view signer-operator interaction scheme,
which are described in detail in [Camgdz et al. (2016).
To synchronize the capture from multiple sensors, we first
developed a recording driver to control webcams using
EmguCV (Emgu, 2013). In addition, we developed an API
for GoPro cameras in C#, which allows the recording soft-
ware to have access to all of the functionality of the cam-
eras. The interface was modified to give the operator con-
trol over the GoPros. The modified BosphorusSign Record-
ing Software interface can be seen in Figure[3]

The recording software allows for capturing video streams
from all the sensors simultaneously. Given a recording
script, which contains a set of items and their correspond-
ing prompts, the operator starts a recording session by us-



WebCam Left WebCam Top WebCam Right

720p @30 FPS

720p @30 FPS 720p

Microsoft Kinect v2
1080p @30 FPS
High Definition GoPro
4K @30 FPS

High Speed GoPro
720p @240 FPS

Figure 1: Sample recording output from the video cameras.

Figure 3: Recording interface.

ing the Start Recording button (cf. Figure[3). By clicking
the Start Sign button, the operator indicates the signer to
start performing a sign while annotating the beginning of
the sample over all streams. When the sign is performed,
the operator clicks the Stop Sign button to annotate the end
of the sample. The operator can then choose to proceed to
the next item on the list by using the Next Sign button or
can request the repetition of the sign by clicking the Repeat
Sign button. The operator can also use the Invalid Sign but-
ton to annotate a sign sample as invalid. Once the recording
session is finished, the operator presses the Stop Recording
button and stops the capture on all of the sensors.

3.3 Recording Procedure

The focus of the data collection described in this paper was
on obtaining training data for the SLR system. Therefore,
in an attempt to reduce the number of instances in which
no sign was produced at all, the participating signers were
provided with the test items prior to the recordings in the
form of a list of glosses with accompanying German exam-
ple sentencesEl Tableshows a selection of glosses along
with context examples. The sentences had been gathered
from a DSGS online lexicorf’|and, where necessary, short-
ened and modified. The rationale behind providing German
example sentences in addition to DSGS glosses was to fur-
ther reduce any semantic ambiguity remaining even after
clearly ambiguous glosses had been eliminated in the item
selection process (cf. Section[3.1).

Upon recording, participants were asked to perform each
sign in three separate passes. The glosses with German ex-
ample sentences served as prompts for the first two passes,
while the prompt for the third pass was a video of a signer
performing the sign. The video corresponded to the base
form of the sign in a DSGS lexicon (Boyes Braem, 2001).
While the DSGS vocabulary production test is ultimately
aimed for use by L2 learners, the goal of the recordings de-
scribed here was to obtain both L1 and L2 data for training
the recognition system. In total 40, 20 L1 and L2 signers
each participated in the recordings (due to technical prob-
lems, not all recordings were used for the dataset; cf. Sec-
tion[3:4). The L1 participants were recruited by the Deaf
members of our project team; they were native DSGS sign-
ers and/or trained DSGS instructorsf]| To recruit L2 par-
ticipants, a call for participation was released via various
channels, such as e-mail, social media, and personal con-
tacts. L2 participants had to have completed four courses
in the course framework of the Swiss Deaf Association cor-
responding to parts of CEFR level Al. Both L1 and L2
participants were asked to complete a background question-
naire prior to the recordings. The background questionnaire
was a modified version of a questionnaire developed in the
DGS Corpus Project (Hanke, 2017). Participants gave their
informed consent for the video recordings and collection
of background information as well as usage thereof in the
SMILE projectﬁ In addition, they were offered the option
of giving informed consent for passing the data on to other
researchers and to the public via a secure web interface.
All but two participants gave their consent for these latter
options as well.

L1 participants were paid by the hour, L2 participants were
given the choice between getting paid and receiving de-
tailed video feedback on their sign productions from the
Deaf members of our project team, who are also trained

%In a recent test of the assessment scenario of the project, no
sign was produced for 20.56% of all prompts using a nearly iden-
tical item set (Haug, 2017).

‘https://signsuisse.sgb-fss.ch/| (last accessed
September 7, 2017)

®Limiting the L1 subject pool to native signers was not an op-
tion for DSGS due to the small population of signers upon which
one could draw.

®A DSGS version of the informed consent had been made
available beforehand.
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